Piper PA-18 Construction Numbers (serial numbers), and model and year info

This information is taken from Piper PA-18 Parts Manuals; from Job Baugher’s military aircraft web site,
and elsewhere. | do not guarantee its accuracy and it should not be used for anything technical. It is
intended to be a general reference guide and should be confirmed when there is something that really
matters.

The information on the first line in each section is from Piper Parts Manuals. The indented information is
from Baugher, along with some of my notes. Use it all at your own risk, and please contact me with
corrections.

18-1 to 18-548, 1950 Model 95 and 105
18-401 to 18-468, L-18C-PI 50-1745 to 50-1812, PA-18 Super Cub 95 for Army
use. Turkish register has many, calls them “PA-11-95" but they have 18- cn’s.

18-549 to 18-1214, 1951 Model 95 and 125
18-550 to 18-569, L-21A 51-15664 to 51-15683
18-570, L-21A 51-15663
18-571 to 18-579, L-21A 51-15654 to 51-15662
18-849 to 18-968, L-21A 51-15684 to 51-15803
18-969 to 18-1026, L-18C Super Cub 95 51-15272 to 51-15329

18-1215 to 18-1969, 1952 Model 95, 125 and 135
18-1330 to 18-1653, L-18C Super Cub 95 51-15330 to 51-15653

18-1262 to 18-2146, 1952 PA-18A 125 and 135

18-1970 to 18-3013, 1953 135
18-1976 to 18-2139, L-18C Super Cub 95 52-2376 to 52-2539
18-2214 to 18-2456, PA-18 "105" Special, built for CAP. Lycoming 0-235-C1
18-2538 to 18-2612, L-21B 52-6220 to 52-6294. Another source says 18-2520 to
18-2594 are 52-6220 to 52-6294
18-2738 to 18-2784, L-21B 53-3738 to 53-3784, to Japan
18-2949 to 18-2977, L-21B 53-4849 to 53-4877, to Greece and Japan

18-2147 to 18-3013, PA-18A 135

18-3014 to 18-3770 and 18-3772 to 18-3780, 1954, 95 and 135
18-3065 to 18-3248, L-18C Super Cub 95 53-4665 to 53-4848
18-3318 to 18-3379, L-21B 53-7718 to 53-7779, to Italy
18-3419 to 18-3458, L-18C-PI Super Cub 95 54-719 to 54-758
18-3509 to 18-3608, L-21B-PI 54-2309 to 54-2408

18-3020 to 18-3780, 1954, PA-18A 135



18-3771, 18-3781 to 18-4617 1955, 95,135,150
18-3809 to 18-4063, L-21B-PI 54-2409 to 54-2663
18-4226 to 18-4235, L-21B-PI 54-2826 to 54-2835
18-4470, PA-18 55-4749

18-3781 to 18-4617, 1955, PA-18A, 135,150
18-4618 to 18-5294, 1956, 95,150
18-4619 to 18-5294, 1956, PA-18A, 150

18-5295 to 18-5803, and 18-5805 to 18-6115, 1957, 95, 150 and PA-18A-150
18-5478 to 18-5481, L-21B-P1 55-4578 to 55-4581

18-5804, and 18-6116 to 18-6884, 1958, 95, 150 and PA-18A, 150
18-6685 to 18-7172, 1959, 95, 150, PA-18A, 150
18-7173 to 18-7520, 1960, 95, 150 and PA-18A 150

18-7521 to 18-7632, 1961, 95
18-7521 to 18-7746, 1961 PA-18-150
18-7723 and 18-7724, L-21B 61-2928 & 61-2929 (or other way around)

18-7747 to 18-7871, 1962 PA-18-150
18-7872 to 18-8045, 1963 PA-18-150
18-8046 to 18-8199, 1964 PA-18-150
18-8200 to 18-8338, 1965 PA-18-150
18-8339 to 18-8464, 1966 PA-18-150
18-8465 to 18-8601, 1967 PA-18-150
18-8602 to 18-8743, 1968 PA-18-150
18-8744 to 18-8851, 1969 PA-18-150
18-8852 to 18-8919, 1970 PA-18-150
18-8920 to 18-8963, 1971 PA-18-150
18-8964 to 18-9002, 1972 PA-18-150
18-7309016 to 18-7309025, 1973 PA-18-150
18-7409026 to 18-7409151, 1974 PA-18-150
18-7509001 to 18-7509142, 1975 PA-18-150
18-7609001 to 18-7609157, 1976 PA-18-150
18-7709001 to 18-7709198, 1977 PA-18-150
18-7809001 to 18-7809188, 1978 PA-18-150
18-7909001 to 18-7909200, 1979 PA-18-150
18-8009001 to 18-8009061, 1980 PA-18-150



18-8109001 to 18-8109086, 1981 PA-18-150
18-8209001 to 18-8209025, 1982 PA-18-150

Can someone help me fill in the info below?
18-8309001 to 18-, 1983 PA-18-150
1984

1985

1986

1987

1809001 to 1809- - -, 1988 PA-18-150
1809- - - to 1809- - -, 1989 PA-18-150
1809- - - to 1809- - -, 1990 PA-18-150
1809- - - to 1809- - -, 1991 PA-18-150
1809- - - to 1809- - -, 1992 PA-18-150
1809- - - to 1809- - -, 1993 PA-18-150
1809- - - to 1809113, 1994 PA-18-150
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